
1.Flat, Level & Flared 
2. Into a hazard free

area
3. Into wind 

Twists 

End Cell Closure 
High Slider 

Nuisance Factors 

Ignore & check canopy
Good canopy, kick out twists

3 practice
flares }

The static line operates
the main parachute 

Steering Toggles:
Yellow (main)
Red (reserve)  

Reserve procedures:
Cutaway Handle (red)
Reserve Handle

CATEGORY SYSTEM 
REVISION

Landing Priorities  

Check CanopyConditions

Equipment 
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Other:
Altimeter
Radio
Helmet
Secure shoes

Backup devices:
Reserve Static Line (RSL) 
Automatic Activation
Device (AAD) 

The main canopy
pulls the reserve

pin when cut away

Too fast, too low.
Configured to 1,500ft 

Large
Rectangular
Supportive
Steerable 

Is It...
5km Horizontal Visibility
3.5km Vertical Visibility   
< 15mph winds 

(not at the expense
of the above)



Total Malfunction
Streamer 
Misshapen Canopy
Broken Lines 
Torn Canopy
 

Two Out 

Trim turns (flat)
Slow turns
Fast turns 

*NO Spirals*

Flare just before we land 

Decision height 2000ft

Look
Locate
Peel
Punch
Pull

Reserve Drills Malfunctions

Flight Drills Canopy Control

Check Canopy 
3 practice flares 
All around observations
Locate PLA
Clear any hazards
Zig zag to lose altitude 
1000ft - down wind 
500ft - cross wind 
300ft - into wind

Control the main
canopy (trim turns only)
Downplane = reserve
drills 

Aircraft 
Drills

Aircraft emergencies:

“aircraft emergency, brace, brace, brace”
→ Adopt the brace position 

“aircraft emergency, exit, exit, exit”
→ Exit by command

Static line hang up → hands on head

Premature deployment → control it & alert
the instructor immediately

Arch (hips), head up, arms at 90º,
legs shoulder width apart, be
symmetrical & facing into the
slipstream 

Static line is checked twice; by you
and the instructor

Approach the aircraft in reverse
numerical order, 45º from the rear

Wear restraints until 1,500ft

Line 
entanglement

One VERY good
attempt to release, if
unsuccessful reserve
drills  

Stability
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do not touch handles until the static line has been
cut

General

Be aware of other canopies in the
event of an emergency 
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